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Toothbruh Fatigue Resistance Test  

خستگي مواد مسواك با استفاده از بار  مسواك شامل تست مسواك هاي دستي براي بارهاي مداوم است.   ISO 20126 استاندارد

نوع تست كرد.   ،مسواك را مي توان با پايه تست  ٨چرخه روي سر مسواك آزمايش مي شود. حداكثر    ٧٥٠٠٠نيوتن در    ٤-٠ضرباني  

به صورت پنوماتيك اعمال    اجازه مي دهند مسواك هاي مختلف از جمله مسواك هاي برقي ثابت شوند. بار آزمايشي  ها   گيره خاص  

مي شود و مي توان آن را با استفاده از يك تنظيم كننده فشار دقيق براي آزمايش تنظيم كرد. تعداد چرخه هاي تست و زمان چرخه 

را مي توان در نرم افزار تنظيم كرد. اگر سر برس پاره شود، اين موضوع توسط يك سنسور روي سيلندر پنوماتيك تشخيص داده مي 

ايستگاه آ  شود بر روي مانيتور و آزمايش در  آزمايش جداگانه  زمايش متوقف مي شود. چرخه هاي گذرانده شده توسط هر نمونه 

نمايش داده مي شود. اين دستگاه از طريق صفحه نمايش لمسي كار مي كند. يك رابط كاربر پسند اجازه مي دهد تا داده ها را وارد  

 .كنيد، اندازه گيري را كنترل كنيد
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  مشخصات فني:  
 

Avinmachine Brand Name 
TDM-301-01 Model Number 
Toothbrush test Application 
Toothbrush fatigue test equipment Product name 
1300 mm, 600 mm, 750 mm Dimension (W,D,H) ca. 
45 kg Machine Weight (Kg) 

Pneumatic Action 
8 digits are counted separately and set separately Number of Stations 

50 ± 10 Cycles/min Cycle Time 
4±0.1N(weight) Pressure on the test 

up to 10 N Load 
220 v ( 60/50 Hz) Power 
4 bar, extern, oil-free, anhydrous Air Pressure/Source 

Monitor 7-inch touch Controller 


